
DATENBLATT Jekko SPX532

Mini-Kran mit Seilwinde, optional mit diversen Jibs ausrüstbar.

Betriebsarten: Diesel oder Elektro

MT MontaTec AG
Tribschenstrasse 18
CH - 6005 Luzern

+41 41 562 03 22
info@montatec.ch
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SQUARE OUTRIGGER FIRST POSITION STABILITY
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MAIN BOOM
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JIB 1000.2H1MX
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SPX532 - JIB1000.2H1MX
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 *: With manual extension on maximum weight is limited to 300kg.
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ACCESSORIES FEATURES
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JIB 1200GX

SPX532
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SPX532 - JIB1200GX

m
0

1

2

3

4

5

6

7

8

9

10

11

90 1 2 3 4 5 6 7 8

12

13

14

10 11

90 1 2 3 4 5 6 7 8 10 11

12

12 m

Rmax:10,6m

3,8 m

5,0 m

6,0 m

7,0 m

8,0 m

9,0 m

10,0 m

11,0 m

Hmax:13,1 m

11,5 m
[kg]

10°

0°

20°

30°

40°

50°

60°

70°

80°

1200 1200 1200 1080 800 620 500 360400

1150

1200

1200

1200

1200

1200

980

1100 900

930

950

1000

1140

1200

980

1050

900

860

840

760

730

700

700

580

580

570

400

500

500

1140

1200

1150

1100

1200

1130

29

JIB1200GX

1260

38
0

15
0

1090

1200 kg 

3°

-22°

18°

-37°

33°

[mm]

JIB500GR

M
ax

 
IP

E 
30

0 62
0

1858

1230

57°
65°

34°

27°
29

JIB1200GX

1260

38
0

15
0

1090

1200 kg 

3°

-22°

18°

-37°

33°

[mm]

JIB500GR

M
ax

 
IP

E 
30

0 62
0

1858

1230

57°
65°

34°

27°

ACCESSORIES FEATURES



page 7 of 7

WEIGHT

NAME / VERSION WEIGHT [KG]

CRANE CDH, CL, CL2 2‘583

WINCH W800.6 52

HOOKBLOCK Single Fall 20

Multiple Fall 49

JIB JIB 1200GX 50

JIB 1000.2H1MX 210

Manual Extension 14

Pulley head 8


